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DISPLAY OF PLUMB BOBS
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Dear Fellow Collector,

Dear reader of the PLUMB BOB NEWS,

As always, | am searching for new material and information associated with plumb bobs.
Please feel free to share new photos, catalogs, articles or stories of a personal nature

| welcome inputrfom fellow collectors!

Wolf
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1. INTRODUCTION detaib.

Todd, | thank you for sharing these photos

This newsletter will show you thdisplay of with the community of plumb bocollectors
plumb bobs from an American collector worldwide.

To learn more how other collectors
presented their beauties, pleassit my
website www.plumbbobcollectors.infoand
go to subpage EXHIBITIONS/DISPLAYS.
There you find my presentation from our
meeting in Paris 2008

SHOWROOMS, DISPLAYS and SHOW
CASES from 20+ plumb bob collectors.

2. COLLECTION FROM Todd G,
Seattle, U.S.A.

Since one year | have contact to a collector
in the northwest of America. Recenthe
sent me a bunch of pictures frahe display

of his collection and gave them free for
publication.

Some of theml selected and showhem
below by addng some information and
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At the first view there are a lot of massive and
heavy brass plumb bobs. A lot of collectors love
this type of plumb bobs and the price is not at the
lower end of the scalg . (too expensive for me)
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Copy from TRANSACTIONS MINING 1895:

Fig. 2 represents my “ winged” plumb-bob. T think it would
be highly serviceable in shafts not more than 200 or 300 feet in
depth. As a final measure, I obtained from Messrs. Gurley a side
telescope, which A. S. Aloe & Co., of St. Louis, attached to my
transit. In order to adjust the instrament thoroughly, I suspended
one of my “ winged ” plumb-bobs in oil, with fine piano-wire, from
a high trestle, on which I adjusted the axis on the standards after
having adjusted the line of collimation in the main telescope. [T

Fia. 2,

Winged Plumb-Bob.

Other type ofawinged plumb bob

PLUMBING DOWN A SHAFT 297

and the form shown in Fig. 135 is a good one,
since it prevents rotary as well as lateral oscilla-
tions. It should hang near the top of the ves-
sel as the wire will be in a high state of tension
and will stretch considerably. A mark should
also be made on the wire showing how far the
bob is above the bottom of the vessel.

The liquid must be a true one (not a mud
or slime) and it must be neither too limpid nor
too viscous; for in the former case it will not »
stop the oscillations within a reasonable period, /\
and in the latter the bob may not reach the cen-
tral position quickly enough. The amplitude Fig. 135, Tvee
of the vibrations of the plumb-bob decreases in 0¥ PLumb-Bos
a fixed ratio with equal increments of time, and :.?J‘s;zn ll\-}z}:;g:«l:
the viscosity of the fluid should be such as to Doww A Suarr.
make each oscillation, say, about one-quarter
of the preceding.

from PRINCIPLES OF SURVEYING 1907

Even whenthis onei s c¢cl ai med #Atr
may also be a modification for mining
plummets, as thaext drawings show.fi wi n g e g
pl umb bobso are used t
in a liquid to come quicker to rest.

Especially in deep sha# for the mining
surveying.

Bob 8 + 24
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